


01 02



03 04



05 06



07 08



Aura
HYXI

63A 63A Per-phase 
Passthrough
Per-phase 
Passthrough

100%100% Three-phase 
Unbalance
Three-phase 
Unbalance

Gateway-Free Backup PowerGateway-Free Backup Power
GatewayGateway

New & ExistingNew & Existing

7/9kWh Compatible7/9kWh Compatible

Smart RGB Mood LightSmart RGB Mood Light

0ms Seamless Switchover0ms Seamless Switchover

VPP-ReadyVPP-Ready

 , Under  2m , Under  2mUp toUp to 54kWh54kWh

10 Minutes10 Minutes
to Energy Independenceto Energy Independence

Built-in 
Dual-Band 
Connectivity

Built-in 
Dual-Band 
Connectivity

Residential
All-in-One ESS

AI-Optimized
Energy Usage
AI-Optimized
Energy Usage
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HYXI Aura Single Phase Energy Controller 5 ~ 12kW

Model H8K-HSA2 H10K-HSA2 H12K-HSA2Model Aura-5KS-Y Aura-9K9S-Y Aura-12KS-Y

1600V

80 ~ 560V

50V

20/20/20/20A

30/30/30/30A

4

1

0A

9,999W

9,999VA

L/N/PE, 230, 183 ~ 276V

50/45 ~ 55 or 60/55 ~ 65Hz

63A

43.4A

43.4A

> 0.99/0.8 Leading...0.8 Lagging

< 0.5%In

< 2%

120/20A

30/30A

2

5,000W

5,500VA

12,000W

12,000VA

21.7A

23.9A

52.2A

57.4A

10,000W
(5,000/5,000)

20,000W
(5,000/5,000/5,000/5,000)

24,000W
(6,000/6,000/6,000/6,000)

20/20/20/20A

30/30/30/30A

4

Inverter Model

DC

AC On-Grid Output

HYXI-H9K9-HSA2 HYXI-H12K-HSA2HYXI-H5K-HSA2

Max. PV Input Power

Max. PV Input Voltage

MPPT Voltage Range

Start-Up Voltage

Max. PV Input Current

Max. Input Short Circuit Current Isc

No. of MPP Trackers

Number of String Per MPP Trackers

Max. Inverter Backfeed Current to Array

Nominal Output Power

Max. AC Output Apparent Power

Rated AC Output Voltage/Range

Nominal AC Frequency/Range

By Pass

Rated AC Output Current

Max. AC Output Current

Power Factor Range

DC Current Injection

THDi (Rated Power)

L/N/PE, 230, 183 ~ 276V

50/45 ~ 55 or 60/55 ~ 65Hz

9,999VA

9,999VA

16,000VA,10s

72.7A

43.4A

43.4A

>0.99/0.8 Leading ...0.8 Lagging

0ms

< 3%

5,000VA

5,500VA

10,000VA, 10s

45.5A

21.7A

23.9A

12,000VA

13,200VA

16,000VA,10s

72.7A

52.2A

57.4A

AC Off-grid Output

Grid Type

Nominal Frequency

Nominal Output Apparent Power

Max. Continues Output Apparent Power

Max. Peak Output Apparent Power

Max. Peak Output Current

Rated Output Current

Max. Output Current

Power Factor Range

Switch Time

THDi (Rated Power)

Efficiency

Max. Efficiency

European Efficiency

MPPT Efficiency

BAT Charged by AC Max. Efficiency

BAT Charged/Discharged to AC Max. Efficiency

Other Technical Specifications

Display

Ingress Protection

Operating AmbientTemperature Range

Humidity

Altitude

Dimensions (W*H*D)

Weight of Inverter

Cooling

Communication

Noise Emmision

Max.Output Fault Current

Overvoltage Category for All Ports

Protective Class for All Ports

Active Anti-islanding Method

Inverter Topology

Standards

Safety

EMC

Grid Connection Standard

98.60%

98.20%

99.90%

97.70%

97.70%

LED & APP

IP66

 -30 ~ 60℃

5% ~ 95% (No Condensing)

4,000m

795*319*258mm

< 38Kg

Natural Cooling

Wi-Fi/4G/LAN/CAN/RS485

< 30dB(A)

126A

DC II, AC III

I

General Electric Frequency Shift

Non-Isolated

Natural Cooling Smart Cooling

< 30dB(A) < 45dB(A)

IEC62109-1/-2

IEC62619, UN38.3, IEC/EN 61000-6-1, IEC/EN 61000-6-2, IEC/EN 61000-6-3, IEC/EN 61000-6-4

VDE4105, IEC61727/62116, VDE0126, AS4777.2, CEI 0 21, EN50549-1, G98, G99, C10-11, UNE217002, NBR16149/NBR16150
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HYXI Aura Three Phase Energy Controller 9.9 ~ 20kW

Model H8K-HSA2 H10K-HSA2 H12K-HSA2Model Aura-9K9T-Y Aura-15KT-Y Aura-20KT-Y
HYX-H15K-HTA2 HYX-H20K-HTA2HYX-H9K9-HTA2

1,100V

140-1,000V

160V

20A/20A/20A

30A/30A/30A

3

1

15,000W

16,500VA

43,470VA

3/N/PE, 220/380, 230/400, 240/415,304-476

50/45-55 or 60/55-65Hz

63A

22.7/21.7/20.8A

25.0/23.9/22.9A

63A

> 0.99 / 0.8 leading ... 0.8 lagging

< 0.5%In

< 2%

9,999W

9,999VA

15.1/14.4/13.8A

15.1/14.4/13.8A

20,000W

22,000VA

30.3/29.0/27.8A

33.3/31.9/30.6A

20,000W
(6,667W/6,667W/6,667W)

20A/20A/20A

30A/30A/30A

20A/20A/20A/20A

30A/30A/30A/30A

30,000W
(10,000W/10,000W/10,000W)

36,000W
(9,000W/9,000W/9,000W/9,000W)

AC On-Grid Output

PV Input

Max. PV Input Power

Max. PV Input Voltage

MPPT Voltage Range

Start-Up Voltage

Max. PV Input Current

Max. Input Short Circuit Current Isc
No. of MPP Trackers

Number of string per MPP Trackers

Nominal Output Power

Max. AC Output Apparent Power

Max.Input Apparent Power

Rated AC Output Voltage/Range

Nominal AC Frequency/Range

Bypass

Rated AC Output Current

Max. AC Output Current

Max.Input Current

Power Factor Range

DC Current Injection

THDi (Rated Power)

3/N/PE, 220/380, 230/400, 240/415,304-476

50/45-55 or 60/55-65Hz

15,000W

16,500VA

30,000VA, 10s 

45.4A

25.0/23.9/22.9A

0ms

< 3%

9,999W

9,999VA

20,000VA, 10s 

30.3A

15.1/14.4/13.8A

20,000W

22,000VA

30,000VA, 10s 

45.4A

33.3/31.9/30.6A

AC Off-Grid Output

Grid type

Nominal Frequency

Nominal Output Apparent Power

Max. Continues Output Apparent Power

Max. Peak Output Apparent Power

Max. Peak Output Current

Max. Output Current/A

Switch Time

THDi (Rated Power)

Efficiency

Max. Efficiency

European Efficiency

MPPT Efficiency

BAT Charged by AC Max. Efficiency

BAT Discharged to AC Max. Efficiency

Other Technical Specification

Display

Ingress Protection

Operating AmbientTemperature Range

Humidity

Max. Operating Altitude

Inverter Demension (W*H*D)

Inverter Weight

Cooling

Communication

Noise Emmision

Mounting Method

Standard

Safety

EMC

Grid Connection Standard

98.60%

98.20%

99.90%

97.70%

97.70%

LED & APP

IP66

-30 ~ 60℃

5%～95%(No condensing)

4,000m

795*319*258mm

< 38kg

Smart Cooling

Wi-Fi/4G/LAN/CAN/RS485

< 45dB(A)

Floor/Wall Mounted

IEC62109-1/-2

IEC62619, UN38.3, IEC/EN 61000-6-1, IEC/EN 61000-6-2, IEC/EN 61000-6-3, IEC/EN 61000-6-4

VDE4105, IEC61727/62116, VDE0126, AS4777.2, CEI 0 21, EN50549-1, G98, G99, C10-11, UNE217002, NBR16149/NBR16150

Natural Cooling

< 30dB(A)

Smart Cooling

< 45dB(A)

HYXI Aura Three Phase Energy Controller 25 ~ 30kW

Model H8K-HSA2 H10K-HSA2 H12K-HSA2Model Aura-25KT-Y Aura-29K9T-Y Aura-30KT-Y

1,100V

140-1,000V

160V

20A/20A/20A/20A

30A/30A/30A/30A

4

1

29,999W

29,999VA

43,470VA

3/N/PE, 220/380, 230/400, 240/415,304-476

50/45-55 or 60/55-65Hz

63A

45.4/43.4/41.6A

45.4/43.4/41.6A

63A

> 0.99/0.8 leading ... 0.8 lagging

< 0.5%In

< 2%

25,000W

27,500VA

37.9/36.2/34.7A

41.7/39.9/38.2A

30,000W

33,000VA

37.9/36.2/34.7A

41.7/39.9/38.2A

45,000W
(11,250W/11,250W/11,250W/11,250W)

54,000W
(13,500W/13,500W/13,500W/13,500W)

54,000W
(13,500W/13,500W/13,500W/13,500W)

AC On-Grid Output

PV Input

Max. PV Input Power

Max. PV Input Voltage

MPPT Voltage Range

Start-Up Voltage

Max. PV Input Current

Max. Input Short Circuit Current Isc
No. of MPP Trackers

Number of string per MPP Trackers

Nominal Output Power

Max. AC Output Apparent Power

Max.Input Apparent Power

Rated AC Output Voltage/Range

Nominal AC Frequency/Range

Bypass

Rated AC Output Current

Max. AC Output Current

Max.Input Current

Power Factor Range

DC Current Injection

THDi (Rated Power)

3/N/PE, 220/380, 230/400, 240/415,304-476

50/45-55 or 60/55-65Hz

29,999W

29,999VA

36,000VA,10s

54.5A

45.4/43.4/41.6A

0ms

< 3%

25,000W

27,500VA

30,000VA, 10s 

45.4A

41.7/39.9/38.2A

30,000W

33,000VA

36,000VA,10s

54.5A

50.0/47.8/45.8A

AC Off-Grid Output

Grid type

Nominal Frequency

Nominal Output Apparent Power

Max. Continues Output Apparent Power

Max. Peak Output Apparent Power

Max. Peak Output Current

Max. Output Current/A

Switch Time

THDi (Rated Power)

Efficiency

Max. Efficiency

European Efficiency

MPPT Efficiency

BAT Charged by AC Max. Efficiency

BAT Discharged to AC Max. Efficiency

Other Technical Specification

Display

Ingress Protection

Operating AmbientTemperature Range

Humidity

Max. Operating Altitude

Inverter Demension (W*H*D)

Inverter Weight

Cooling

Communication

Noise Emmision

Mounting Method

Standard

Safety

EMC

Grid Connection Standard

98.60%

98.20%

99.90%

97.70%

97.70%

LED & APP

IP66

-30 ~ 60℃

5%～95%(No condensing)

4,000m

795*319*258mm

<38kg

Smart Cooling

Wi-Fi/4G/LAN/CAN/RS485

< 45dB(A)

Floor/Wall Mounted

IEC62109-1/-2

IEC62619, UN38.3, IEC/EN 61000-6-1, IEC/EN 61000-6-2, IEC/EN 61000-6-3, IEC/EN 61000-6-4

VDE4105, IEC61727/62116, VDE0126, AS4777.2, CEI 0 21, EN50549-1, G98, G99, C10-11, UNE217002, NBR16149/NBR16150

Inverter Model HYX-H29K9-HTA2 HYX-H30K-HTA2HYX-H25K-HTA2
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Battery Rated Capacity

9kWh Battery Packs Expansion Quantity

9kWh

1

18kWh

2

27kWh

3

36kWh

4

45kWh

5

56kWh

6

Model H8K-HSA2 H10K-HSA2 H12K-HSA2Model BAT-Q9

LiFePO₄

314Ah

10,000

 9.04kWh

9kWh

100%

 4.6kW

9.2kW

12A

79kg

795*269*292mm

 -20 ~ 60℃

-20 ~ 55℃

5% ~ 95%

4,000m

Natural Cooling

 IP66

 Floor-Mounted/Wall-Mounted

1 ~ 6

 IEC 62619

IEC 61000-6-1/2/3/4

UN38.3

Battery Type

Cell Capacity

Cycle Life

Total Energy Capacity

Usable Energy Capacity

Depth of Discharge

Rated. Charge/Discharge Power

Peak Charge/Discharge Power (10 Seconds)

Max. Output Current

Weight

Dimensions (W*H*D)

Storage Temperature Range

Operating Temperature Range

Relative Humidity Range

Max. Operating Altitude

Cooling

System Ingress Protection Rating

Installation Method

Number of Modules Per Controller

Safety

EMC

Transportation

HYXI BAT-Q9HYXI Aura Battery Single Phase   
H12K-HSA2

LiFePO₄

314Ah

10,000

9.04kWh

28.8V

300 ~ 950V

12A

1 ~ 6 

 9kWh* (1 ~ 6)

Battery Model BAT-Q9

Battery Type

Cell Capacity

Cycle Life

Total Energy Capacity

Low Voltage Side Rated Voltage

High Voltage Side Voltage Range

Max. Charge/Discharge Current

Number of Stackable Pack

Total Energy Capacity (Y)

Model H8K-HSA2 H10K-HSA2 H12K-HSA2Model Aura-5KS-Y Aura-9K9S-Y Aura-12KS-Y

HYXI Aura Battery Three Phase   
H12K-HSA2

LiFePO₄

314Ah

10,000

90.4kWh

28.8V

300 ~ 950V

12A

1 ~ 6 

 9kWh* (1 ~ 6)

Battery Model BAT-Q9

Battery Type

Cell Capacity

Cycle Life

Total Energy Capacity

Low Voltage Side Rated Voltage

High Voltage Side Voltage Range

Max. Charge/Discharge Current

Number of Stackable Pack

Total Energy Capacity (Y)

Model H8K-HSA2 H10K-HSA2 H12K-HSA2Model Aura-9K9T-Y Aura-15KT-Y Aura-20KT-Y

H12K-HSA2

LiFePO₄

314Ah

10,000

90.4kWh

28.8V

300 ~ 950V

12A

1 ~ 6 

 9kWh* (1 ~ 6)

Battery Model BAT-Q9

Battery Type

Cell Capacity

Cycle Life

Total Energy Capacity

Low Voltage Side Rated Voltage

High Voltage Side Voltage Range

Max. Charge/Discharge Current

Number of Stackable Pack

Total Energy Capacity (Y)

Model H8K-HSA2 H10K-HSA2 H12K-HSA2Model Aura-25KT-Y Aura-29K9T-Y Aura-30KT-Y
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HYXI Single Phase Hybrid Inverter 3 ~ 4.6kW 
Model HYX-H3K-HS HYX-H3K6-HS HYX-H4K6-HSHYX-H4K-HS

Nominal Power

Max. Apparent Power

Nominal Current

Max. Current

Nominal Voltage

AC Voltage Range

THDi

Frequency

Adjustable Power Factor

DC Current Injection

3,000W

3,300VA

13.6A

15.0A

3,600W

4,000VA

16.3A

18.0A

4,000W

4,400VA

18.1A

20.0A

4,600W

5,060VA

20.9A

23.0A

3,000VA

3,300VA

4,500W; 10s

15.0A

3,600VA

4,000VA

5,400W; 10s

18.0A

4,000VA

4,400VA

6,000W; 10s

20.0A

4,600VA

5,060VA

6,900W; 10s

23.0A

6,000W

3,000W/1,800W

7,200W

3,600W/2,160W

600V

50V

80 ~ 560V

32A (16/16)

48A (24/24)

2 

2 (1/1)

1/N/PE, 220/230/240V

154 ~ 276V

< 3%

50/45 - 55Hz; 60/55 - 65Hz

0.8 Leading…0.8 Lagging

< 0.5% In

< 10ms

LiFePO4

80 ~ 490V

35A

8,000W

98.60%

98.20%

99.90%

97.50%

YES

YES

YES

Type II

YES

YES

YES

YES

YES

YES

-25 ~ 60°C

0 ~ 100%RH

4,000m

Natural Cooling

LED/App/Web

CAN/RS485/WIFI/4G/LAN

20kg

522*416*177.6mm

IP65

Wall Mounted

8,000W

4,000W/2,400W

9,200W

4,600W/2,760W

PV Input

AC Input/Output

Max. Array Power

Max. Input Power

Max. Input Voltage

Start-Up Voltage

MPPT Operating Voltage Range

Max. Input Current

Max. Short-Circuit Current

Number of MPPTs

PV Input Number (Number of String per MPPT)

Nominal Output Power

Max. Continues Output Apparent Power

Peak Output Power

Max. Output Current

Switch Time

AC Off-Grid Output

Battery Type

Battery Voltage Range

Max. Charge/Discharge Current

Max. Charge/Discharge Power

Max. Efficiency

European Weighted Efficiency

MPPT Efficiency

Battery Charge/Discharge Efficiency

DC Insulation Resistance Detection

Residual Current Monitoring

DC Reverse Polarity Protection

DC/AC Surge Protection

DC Switch

Anti-Islanding Protection

AC Over Current Protection

AC Short-Circuit Protection

AC Over Voltage Protection

Grounded Fault Detection

Operating Temperature Range

Relative Operating Humidity

Max. Operating Altitude

Cooling

Display

Communication

Weight

Dimensions (W*H*D)

Degree of Protection

Mounting

Battery

Efficiency

Protection

General Data

HYXI Single Phase Hybrid Inverter 5 ~ 8kW
Model HYX-H5K-HS HYX-H6K-HS HYX-H8K-HS

Nominal Power

Max. Apparent Power

Nominal Current

Max. Current

Nominal Voltage

AC Voltage Range

THDi

Frequency

Adjustable Power Factor

DC Current Injection

5,000W

5,500VA

22.7A

25.0A

8,000W

8,800VA

36.3A

40.0A

5,000VA

5,500VA

7,500W; 10s

25.0A

8,000VA

8,000VA

9600W; 10s

36.3A

10,000W

5,000W/3,000W

12,000W

5,000W/4,600W

600V

50V

80 ~ 560V

32A (16/16)

48A (24/24)

2 

2 (1/1)

6,000W

6,600VA

27.2A

30.0A

1/N/PE, 220/230/240V

154 ~ 276V

< 3%

50/45 ~ 55Hz; 60/55 ~ 65Hz

0.8 Leading…0.8 Lagging

< 0.5% In

6,000VA

6,600VA

9,000W; 10s

30.0A

< 10ms

LiFePO4

80 ~ 490V

35A

8,000W

98.60%

98.20%

99.90%

97.50%

YES

YES

YES

Type II

YES

YES

YES

YES

YES

YES

-25 ~ 60°C

0 ~ 100%RH

4,000m

Natural Cooling

LED/App/Web

CAN/RS485/WIFI/4G/LAN

20kg

522*416*177.6mm

IP65

Wall Mounted

16,000W

6,400W/6,400W

PV Input

AC Input/Output

Max. Array Power

Max. Input Power

Max. Input Voltage

Start-Up Voltage

MPPT Operating Voltage Range

Max. Input Current

Max. Short-Circuit Current

Number of MPPTs

PV Input number (Number of String Per MPPT)

Nominal Output Power

Max. Continues Output Apparent Power

Peak Output Power

Max. Output Current

Switch Time

AC Off-Grid Output

Battery Type

Battery Voltage Range

Max. Charge/Discharge Current

Max. Charge/Discharge Power

Max. Efficiency

European Weighted Efficiency

MPPT Efficiency

Battery Charge/ Discharge Efficiency

DC Insulation Resistance Detection

Residual Current Monitoring

DC Reverse Polarity Protection

DC/AC Surge Protection

DC Switch

Anti-Islanding Protection

AC Over Current Protection

AC Short-Circuit Protection

AC Over Voltage Protection

Grounded Fault Detection

Operating Temperature Range

Relative Operating Humidity

Max. Operating Altitude

Cooling

Display

Communication

Weight

Dimensions (W*H*D)

Degree of Protection

Mounting

Battery

Efficiency

Protection

General Data
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HYXI Three Phase Hybrid Inverter 5 ~ 12kW

Max. Array Power

Max. Input Power

Max. Input Voltage

Start-Up Voltage

MPPT Operating Voltage Range

Max. Input Current

Max. Short-Circuit Current

Number of MPPTs

PV Input Number (Number of String per MPPT)

Nominal Output Power

Max. Output Apparent Power

Max. Input Apparent Power

Nominal Output Voltage

Max. Output Current

Max. Input Current

Nominal Output Current

THDi

Frequency

Adjustable Power Factor

DC Current Injection

Nominal Output Power

Max. Continues Output Apparent Power

Peak Output Power

Nominal Output Current

Max. Output Current

Switch Time

Battery Type

Battery Voltage Range

Max. Charge/Discharge Current

Max. Charge/Discharge Power

Max. Efficiency

European Weighted Efficiency

MPPT Efficiency

Battery Charge/Discharge Efficiency

DC Insulation Resistance Detection

Residual Current Monitoring

DC Reverse Polarity Protection

DC/AC Surge Protection

DC Switch

Anti-Islanding Protection

AC Over Current Protection

AC Short-Circuit Protection

AC Over Voltage Protection

Grounded Fault Detection

Operating Temperature Range

Relative Operating Humidity

Max. Operating Altitude

Cooling

Display

Communication

Weight

Dimensions (W*H*D)

Degree of Protection

Mounting

5,000W

5,500VA

11,000VA

8.4A

16.7A

7.6A

5,000VA

5,500VA

7,500W/10s

7.6A

11.4A

5,500W 6,600W

LiFePO4

150 ~ 600V

40A

8,800W

98.60%

98.20%

99.90%

97.50%

YES

YES

YES

Type II

YES

YES

YES

YES

YES

YES

-30 ~ 60°C

0 ~ 100%RH

4,000m

Natural Cooling

LED/App/Web

CAN/RS485/Wi-Fi/4G/LAN

34kg

542*478*186mm

IP65

Wall Mounted

11,000W 13,200W

6,000VA

6,600VA

9,000W/10s

9.1A

13.7A

8,000VA

8,800VA

12,000W/10s

12.2A

18.2A

< 10ms

10,000VA

11,000VA

15,000W/10s

15.2A

22.8A

12,000VA

13,200VA

15,000W/10s

18.2A

27.3A

6,000W

6,600VA

13,200VA

10A

20A

9.1A

8,000W

8,800VA

17,600VA

3/N/PE, 220/380V, 230/400V, 240/415V

13.4A

26.7A

12.2A

< 3%

45 - 55Hz; 5 - 65Hz

0.8 Leading…0.8 Lagging

< 0.5% ln

10,000W

11,000VA

22,000VA

16.7A

33.4A

15.2A

12,000W

13,200VA

26,400VA

20A

40A

18.2A

10,000W

5,000W/3,000W

12,000W

6,000W/4,000W

36A (18/18)

60A (30/30)

54A (18/2*18)

90A (30/2*30)

2 (1/1) 2 (1/1)2 (1/1) 3 (1/2) 3 (1/2)

16,000W

6,400W/6,400W

1,000V

160V

140 ~ 980V

2

20,000W

6,400W/(4,800W/4,800W)

24,000W

6,400W/(6,400W/6,400W)

PV Input

AC Input/Output

AC Off-Grid Output

Battery

Efficiency

Protection

General Data

Model HYX-H5K-HT HYX-H6K-HT HYX-H8K-HT HYX-H10K-HT HYX-H12K-HT
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HYXI High Voltage Battery
Battery System HYX-E50-H HYX-E100-H HYX-E200-HHYX-E150-H

95%

LiFePO4

 

4*LED（25%, 50%, 75%, 100%）

2*LED（Work, Alarm）

CAN, RS485

-10 to +50℃ (heating version -20 ~ +50℃)

IP65 (PACK IP67)

5 - 95%RH

< 4,000m

> 6,000（70%EOL）

BDU (9kg) *1+PACK (44kg) *N+Base (5.6kg) *1

Over Charge/Over Discharge/Over Current/Over Temperature/Short Circuit

10 Years

5.3kWh

5.035kWh

102.4V

86.4 ~ 115.2V

3.0kW

10.6kWh

9.0kWh

204.8V

172.8 ~ 230.4V

6.0kW

15.9kWh

13.5kWh

307.2V

259.2 ~ 345.6V

9.0kW

21.2kWh

18.0kWh

409.6V

345.6 ~ 460.8V

12.0kW

Total Battery Capacity

Usable Capacity¹

Nominal Voltage

Working Voltage

Nominal Output Power

DoD

Cell Type

Max. Charging/Discharging Current

SOC Indicator

State Indicator

Communication

Working Temperature

Ingress Protection Rating

Working Humidity

Working Altitude

Calendar Life

Dimensions (W*H*D）

Net Weight

Alarms

Warranty

700*600*200mm 700*950*200mm 700*1,300*200mm 700*1,650*200mm

35A

1: Test conditions: 100% depth of discharge, 0.2C rate charge & discharge at 25℃, at the beginning of service life.
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11 12

AI-Optimized Energy Usage

Smart Balancing
for Longer Battery Life

AI
Homewizard

Compatible with

Chint Shelly

0 Waste with Smart Meter

Traditional
Batteries
Traditional
Batteries

Our 
Batteries

Our 
Batteries

96%

96%

70%

96%

96%

60%

10000 Life Cycles
Built to Last

3kWh Battery
Storage Capacity

Automotive-Grade BMS
Advanced Thermal Control

Ultimate Safety

Auto-Extinguisher System

115h | 20w 7.5h | 300w800w4.5h | 500w

3000W Bidirectional Inverter
Integrated

-20°C
Operation

25db
Whisper Quiet

5mins
Setup

IP66

VPP-Powered Energy Gains

HYXI Halo 
Micro ESS
HYXI Halo 
Micro ESS

Store More, Earn MoreStore More, Earn More
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HYXI Halo AC-Coupled Micro ESS

*Premium: Enabling this function must comply with local regulations and should only be performed by authorized personnel!

*Support -20°C startup and automatically self-heat the device for a certain time to the charge temperature Range.

HYXI Halo Battery Pack
Model

Battery Data 

Battery Chemistry

Battery Nominal Voltage 

Battery Nominal Energy 

Max. Charging/Discharging Power 

Battery Operating Voltage 

Battery Cycle Life

Parallel Capability 

Other Technical Specifications 

Communication Interfaces

Dimensions (W*D*H) 

Weight 

Operating Temperature Range 

Max. Operating Altitude 

Relative Humidity

Installation Style

HYX-MS3000B

LiFePO4

9.6V

3014.4Wh

1,500W/1,500W

6V ~ 10.95V

≥ 10000 (@25°C±2°C, 60%EOL)*

5pcs

CAN

460*296.5*274mm

26kg

-20°C ~ 55°C

3,000m

5% ~ 95% (No Condensing)

Floor-Mounted

Model HYX-MS3000AC

AC Output (On-Grid Terminal) 

Nominal Output Apparent Power 

Max. AC Output Apparent Power

Rated AC Output Voltage/Range

Nominal AC Frequency/Range 

Rated AC Output Current 

Max. AC Output Current 

Power Factor Range 

THDi (Rated Power)

800VA (Default) /1,500VA (*Premium)

Battery Data  

Battery Chemistry

Battery Nominal Voltage

Battery Nominal Energy

Max. Charging/Discharging Power

Battery Cycle Life

LiFePO4

Other Technical Specifications   

Display LED & App

Ingress Protection Rating IP66

Operating Ambient Temperature Range -20 ~ 55*

Humidity 5% ~ 95% (No Condensing)

Altitude 3,000m
Dimensions (W*D*H) 460*281*279mm
Weight 28kg
Cooling Concept Natural
Communication WiFi & Bluetooth

9.6V

3014.4Wh

≥ 10,000 (@25°C±2°C, 60%EOL)*

AC Input (On-Grid Terminal)

Max. AC Input Apparent Power 

Rated AC Input Voltage/Range

Nominal AC Frequency/Range

Rated AC Input Current

Power Factor Range 

THDi (Rated Power)

1,500VA (Without Extension Battery Pack) 3,000VA (With Extension Battery Pack)

AC Output (Off-Grid Terminal) 

Rated Output Power

Rated Output Current

Rated AC Output Voltage/Frequency

THDu (Linear Load)

1,500VA (Without Extension Battery Pack) 3,000VA (With Extension Battery Pack)

6.82A/6.53A/6.25A (Without Extension Battery Pack) 13.64A/13.05A/12.50A (With Extension Battery Pack)

1,500W (Without Extension Battery Pack) 3,000W (With Extension Battery Pack)

220V/230V/240V, 50Hz/60Hz

< 3%

220V or 230V or 240V/183V ~ 276V 

50Hz/45Hz ~ 55Hz or 60Hz/55Hz ~ 65Hz

< 3%

6.82A/6.53A/6.25A (Without Extension Battery Pack) 13.64A/13.0A/12.50A (With Extension Battery Pack)

1,500VA (Without Extension Battery Pack) 3,000VA (With Extension Battery Pack)

220V or 230V or 240V/183V ~ 276V

50Hz/45Hz ~ 55Hz or 60Hz/55Hz ~ 65Hz

3.64A/3.48A/3.34A (Default) 6.82A/6.53A/6.25A (*Premium)

6.82A/6.53A/6.25A (Without Extension Battery Pack) 13.64A/13.05A/12.50A (With Extension Battery Pack)

< 3%

> 0.99 (Default) /0.8 Leading...0.8 Lagging (Adjustable)

> 0.99 (Default) /0.8 Leading…0.8 Lagging (Adjustable)
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HYXI Halo PV All-in-One Micro ESS
Model HYX-MS3000

DC Input (PV Terminal) 

Max. PV Input Power

Max. PV Input Voltage

MPPT Voltage Range

Start-Up Voltage

Max. PV Input Current

Max. Input Short Circuit Current Isc

No. of MPP Trackers

Nominal Output Apparent Power

AC Output (On-Grid Terminal) 

Max. AC Output Apparent Power

Rated AC Output Voltage/Range

Nominal AC Frequency/Range

Max. AC Output Current

Power Factor Range 

THDi (Rated Power)

2,400W

800VA

Max. AC Input Apparent Power

Max. AC Input Current

Rated AC Input Voltage/Frequency

AC Input (On-Grid Terminal) 

1,500VA

6.82A/6.53A/6.25A

220V/230V/240V, 50Hz/60Hz

< 3%

60V

16V ~ 60V

20

4*18A

4*25A

4

1,500VA (*Premium)

220V or 230V or 240V/183V ~ 276V

50Hz/45Hz ~ 55Hz or 60Hz/55Hz ~ 65Hz

Rated AC Output Current 3.64A/3.48A/3.34A

Max. Output Power

AC Output (Off-Grid Terminal) 

Max. AC Output Current

Max. Bypass Output Power

Max. Bypass Output Current

1,500VA

6.82A/6.53A/6.25A

2,300VA

10.46A/10.00A/9.59A

Rated AC Output Voltage/Frequency 220V/230V/240V, 50Hz/60Hz

6.82A/6.53A/6.25A

Battery Chemistry

Battery Data  

Battery Nominal Voltage

Battery Nominal Energy

Max. Charging/Discharging Power

Battery Cycle Life

LiFePO4

9.6V

3014.4Wh

1,500W

≥ 10,000 (@25°C±2°C, 60%EOL)

0.8 Leading…0.8 Lagging

Display

Other Technical Specifications  

Ingress Protection Rating

Operating Ambient Temperature Range

Humidity

Dimensions (W*D*H)

Weight

Cooling Concept

LED & App

Natural

Communication WiFi & Bluetooth

IP66

-20°C ~ 55°C*

5% ~ 95% (No Condensing)

Altitude 3,000m

460*281*279mm

29kg

*Premium: Enabling this function must comply with local regulations and should only be performed by authorized personnel!

*Support -20°C startup and automatically self-heat the device for a certain time to the charge temperature range.

HYXI Halo Battery Pack
Model

Battery Data 

Battery Chemistry

Battery Nominal Voltage 

Battery Nominal Energy 

Max. Charging/Discharging Power 

Battery Operating Voltage 

Battery Cycle Life

Parallel Capability 

Other Technical Specifications 

Communication Interfaces

Dimensions (W*D*H) 

Weight 

Operating Temperature Range 

Max. Operating Altitude 

Relative Humidity

Installation Style

HYX-MS3000B

LiFePO4

9.6V

3014.4Wh

1,500W/1,500W

6V ~ 10.95V

≥ 10000 (@25°C±2°C, 60%EOL)*

5pcs

CAN

460*296.5*274mm

26kg

-20°C ~ 55°C

3,000m

5% ~ 95% (No Condensing)

Floor-Mounted
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HYXI Three Phase String Inverter 29.9 ~ 50kW
HYX-S29K9-T HYX-S30K-T HYX-S33K-T HYX-S36K-T HYX-S40K-T HYX-S50K-T

Nominal Output Power

Max. Apparent Power

Nominal Output Voltage

Nominal AC Grid Frequency

Adjustable Power Factor

THDi

Max. Efficiency

European Weighted Efficiency

MPPT Efficiency

Active Anti-islanding Protection

Residual Current Monitoring

DC Reverse Polarity Protection

DC Switch

AC Short-Circuit Protection

AC Overvoltage Protection

AC Overcurrent Protection

DC Surge Protection

AC Surge Protection

Ground Fault Detection

AFCI

PID Recovery

48kW 48kW

3 4

52.8kW

1100V

600V

160V

140 ~ 1000V

450 ~ 850V

40A

20A

50A

2

3L/N/PE, 220/380V, 230/400V

50/60Hz

0.8 Leading…0.8 Lagging

< 3%

98.60%

98.10%

99.90%

YES

YES

YES

YES

YES

YES

YES

Type II

Type II

YES

Optional

Optional

-30 ~ 60°C

0～100%RH

4,000m

Smart Air Cooling

LED/WLAN+App

RS485/4G/Wi-Fi

44kg

615*460*268.5mm

Non-Isolated

IP66

PV II/AC Ⅲ

57.6kW 64kW 80kW

29.9kW

29.9KVA

45.4A/380V

43.1A/400V

45.4A/380V

43.1A/400V

30kW

33kVA

45.6A/380V

43.3A/400V

50.2A/380V

47.6A/400V

33kW

36.3kVA

50.2A/380V

47.6A/400V

55.2A/380V

52.4A/400V

36kW

39.6kVA

54.7A/380V

52A/400V

60.2A/380V

57.2A/400V

40kW

44kVA

60.8A/380V

 57.7A/400V

66.9A/380V

63.5A/400V

50kW

55kVA

76A/380V

72.2A/400V

83.6A/380V

79.4A/400V

PV Input

AC Output

Efficiency

Protection

Operating Temperature Range

Relative Operating Humidity

Operating Altitude

Cooling

Display

Communication

Weight

Dimensions (W*H*D)

Topology

Degree of Protection

Overvoltage Level

General Data

Max. Input Power

Max. Input Voltage

Nominal Input Voltage

Start-Up Voltage

MPPT Operating Voltage Range

MPPT Full Load Voltage Range

Max. Input Current per MPPT

Max. Input Current per String

Max. Short-Circuit Current

Number of MPPT

Max. Input Number per MPPT

Model

Nominal Output Current

Max. Output Current
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HYXI Three Phase String Inverter 100 ~ 120kW
Model HYX-S100K-T HYX-S120K-THYX-S110K-T

Nominal Output Power

Max. Apparent Power

Nominal Output Voltage

Nominal AC Grid Frequency

Nominal Output Current

Max. Output Current

Adjustable Power Factor

THDi

100kW

110kVA

151.9A/380V | 144.3A/400V

167.1A/380V | 158.7A/400V

110kW

121kVA

167.1A/380V | 158.7A/400V

183.8A/380V | 174.6A/400V

120kW

132kVA

182.3A/380V | 180.4A/400V

190.5A/380V | 180.4A/400V

1,100V

650V

160V

140 ~ 1,000V

40A

20A

50A

8

2

220/380V，230/400V，3L/N/PE

50/60Hz

0.99/0.8 Leading…0.8 Lagging

< 3%

98.50%

98.00%

99.90%

PV Input

AC Output

Max. Efficiency

European Weighted Efficiency

MPPT Efficiency

Efficiency

YES

YES

YES

YES

YES

YES

YES

Type II

Type II

YES

Optional

Optional

Active Anti-islanding Protection

Residual Current Monitoring

DC Reverse Polarity Protection

DC Switch

AC Short-Circuit Protection

AC Overvoltage Protection

AC Overcurrent Protection

DC Surge Protection

AC Surge Protection

Ground Fault Detection

AFCI

PID Recovery

Protection

-30 ~ 60°C

0～100%RH

4,000m

Smart Air Cooling

LED/WLAN+App

RS485/4G/Wi-Fi

95kg

880*760*340mm

Non-Isolated

IP66

PV II/AC III

Operating Temperature Range

Relative Operating Humidity

Operating Altitude

Cooling

Display

Communication

Weight

Dimensions (W*H*D)

Topology

Degree of Protection

Overvoltage Level

General Data

Max. Input Voltage

Nominal Input Voltage

Start-Up Voltage

MPPT Operating Voltage Range

Max. Input Current per MPPT

Max. Input Current per String  

Max. Short-Circuit Current

Number of MPPT

Max. Input Number per MPPT

35 36



HYXI Atlas
C&I ESS
HYXI Atlas
C&I ESS

Stable Power, Smart Revenue.Stable Power, Smart Revenue.

Automotive-Grade Precision

271 Industrial-Grade Power Conversion

Smart AI Strategy

Every-Phase Feedback 0

20ms

Stopped Risks in 20ms

Fire Resistance≥2h

Whole Cabinet C5 Cold to Heat

-30°C 55°C

>20%
Revenue

Improvement

AI

Temperature Sensors

Automatic Liquid Refill 10-Minute Replacement
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HYXI Atlas Liquid Cooling ESS 125kW/261kWh
Model HYX-EL261P2-AU

Battery Rating

Cell Type

Cell Capacity

Battery Norminal Voltage

Battery Configuration

Battery Operating Voltage

Battery Norminal Capacity

AC Side (On-Grid)

Nominal Power

Nominal Voltage

Nominal Current

Nominal Frequency

Frequency Range

Max. THD of Current

AC Side (Off-Grid)

Nominal Frequency

Max. THD of Current

Unbalance Load Capacity

DC Component

Power Factor Range

Nominal Power

Nominal Voltage

LiFePO4

314Ah

1P260S

832V

728 ~ 936V

261kWh

125kW

3L/N/PE, 230/400V

180A

50/60Hz

50/60Hz ± 2.5Hz

< 3% ( Nominal Power )

50/60Hz

3L/N/PE, 230/400V

< 3% ( Linear Load )

100%

General Data

Weight

Degree of Protection

Dimensions (W*H*D)

Anti-Corrosion Degree

Operating Humidity Range

Max. Operating Altitude

Cooling Method

Operating Temperature Range

2,620kg

1,000mm*2,402mm*1,467mm

IP55

C5

0 ~ 100%

-30 ~ 55℃ ( > 45℃ Derating )

< 0.5% ( Nominal Power )

0.99 Leading...0.99 Lagging

Noise

Fire Suppression System

Communication Interface

Communication Protocol

Certifications

Liquid Cooling

3,000m

≤ 70dB

Flammable gas detector, Smoke detector, Heat detector, Alarm sounder, Smoke exhaust fan, Aersol, Sprinkler

Ethernet/Wi-Fi/4G

Modbus TCP

IEC62619, IEC60730, IEC63056, IEC62477, IEC61000, UN38.3

125kW
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HYXI Three Phase String Inverter 320 ~ 350kW

Max. Input Voltage

Nominal Input Voltage

Start-Up Voltage

MPPT Operating Voltage Range

MPPT Full Load Voltage Range

Max. Input Current per MPPT

Max. Short-Circuit Current

Number of MPPT

Max. Input Number per MPPT

Nominal Output Power

Max. Apparent Power

Nominal Output Voltage

Nominal AC Grid Frequency

Nominal Output Current

Max. Output Current

Adjustable Power Factor

THDi

320kW

352KVA

230.9A

254A

352kW

352kVA

254A

254A

1,500V

1,080V

500V

480 ~ 1,500V

850V ~ 1,350V

75A

120A

6

5

3L/PE, 800V

50Hz/60Hz

> 0.99 (0.8 Leading…0.8 Lagging)

< 3%

PV Input

AC Output

Max. Efficiency

European Weighted Efficiency

MPPT Efficiency

≥ 99.04%

≥ 98.8%

99.90%

Efficiency

Active Anti-Islanding Protection

Residual Current Monitoring

DC Reverse Polarity Protection

DC Switch

AC Short-Circuit Protection

AC Overvoltage Protection

AC Overcurrent Protection

DC Surge Protection

AC Surge Protection

Ground Fault Detection

Smart String-Level Disconnection

Smart Connector-Level Detection

YES

YES

YES

YES

YES

YES

YES

Type II

Type II

YES

YES

YES

Protection

Operating Temperature Range

Relative Operating Humidity

Operating Altitude

Cooling

Display

Communication

Weight

Dimensions (W*H*D)

Topology

Degree of Protection

Overvoltage Level

-35 ~ 60°C

0 ~ 100%RH

5,000m

Smart Air Cooling

LED+App

RS485/HPLC

130kg

1120*820*380mm

Non-Isolated

IP66

PV II/AC III 

General Data

Model HYX-S320K-HT HYX-S350K-HT
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HYXI Atlas Mega 5MWh
Model EL4000P2-DC EL5000P2-DCEL3000P2-DC

Battery Side

Cell Capacity

Cell Type

Battery Configuration

Battery Nominal Voltage

Operating Voltage Range

Battery Nominal Capacity

Nominal Charges/Discharge Rate

Protection

General Data

Overcurrent Protection

Overvoltage Protection

Short-Circuit Protection

Over-Temperature Protection

Emergency Stop Protection

Noise

Operating Humidity Range

Anti-Corrosion Degree

Dimensions (W*H*D)

Weight

Max. Efficiency

Operation Ambient Temperature Range

Storage Temperature

314Ah

LiFePO4

10P416S

1,331.2V

1,164.8 ~ 1,497.6V

4.18MWh

≤ 0.5C

8P416S

3.34MWh

12P416S

5.01MWh

YES

YES

YES

YES

YES

≤ 80dB

C3/C4/C5 (Optional)

6,058*2,896*2,438mm

38T

IP55

Liquid Cooling

Aerosol+Water Suppression System

Cooling Method

Protection Degree

Fire Protection Method

Max. Operating Altitude

Networking Mode

≤ 2,000m

LAN、RS485、CAN

≥ 90% (Include Self-Consumption)

 -30 ~ 55°C

-20 ~ 35°C

0 ~ 95%RH

43T

IP55

33T

IP55
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HYXI DCS
Model HYX-DCS-4G HYX-DCS-WL HYX-DCS-W1

10

5mins

USB

Plug-and-Play

LED+App

5V/1A

  10M/100M Ethernet

 144*41*33mm

68g

1W

122*41*33mm

64g

2W

122*41*33mm

64g

IP65

2W

4G:TDD-LTE, FDD-LTE

3G:SCDMA

2G:GSM/GPRS

Wi-Fi:802.11b/g/n Wi-Fi:802.11b/g/n

/

IP66

/

  -30 ~ 65℃

 0～100%RH, Non-Condensing

 -40 ~ 70℃

General Data

Max.Inverters Supported    

Data Acquisition Interval   

Connection Interface  

Ethernet Interface 

Installation    

Indicator   

Dimensions (W*H*D)  

Weight   

Degree of Protection 

Power Consumption    

Input Voltage  

Wireless

Wireless Parameter

Operating Ambient Temperature    

Relative Humidity Range 

Storage Temperature Range   

Environment
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HYXI Logger
Model HYX-LoggerA HYX-LoggerB

WAN

LAN

Fiber

4G

HPLC

RS485

Digital/Analog Input/Output

PT100/PT1000

DC Output

YES NO

150PCS

WAN*2, 10/100/1,000Mbps

LAN*4, 10/100/1,000Mbps

SFP*2, 100/1,000Mbps

PLC*1, Max. AC Voltage: 800V (±10%) 1,000m

COM*6

DI*9/DO*4/Al*4

2

x1, 12V, 0.1A

Modbus-TCP, IEC 60870-5-104

Modbus-RTU, IEC 60870-5-103(Standard), DL/T645

-35 ~ 60℃

5～95%RH

IP20

4,000m

60*380*240mm (Without Mounting Ears and Antenna)

3kg

Wall Mounting, DIN Rail Mounting, Tabletop

Mounting Integrated inside HYX-Smart ECS

Equipment Management

Communication Parameters

Max. Number of Manageable Devices

Ethernet

RS485

Communication Protocol

100～240VAC, 50/60Hz

24Vdc, 1.25A

Max. 18W

AC Power Supply

DC Power Supply

Power Consumption

Electrical

LED*4

Max. 18W

USB 3.0*2

LED

Web

USB

Display

Operating Temperature Range

Relative Humidity (Non-Condensing)

Protection Degree

Max. Operating Altitude

Dimensions (W*H*D)

Weight

Installation Options

General Data
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HYXI ECS
Model HYX-ECS

HYX-Logger

RS485

HPLC

Fiber Switch

HYX-LoggerA/HYX-LoggerB

COM*6

1

WAN*2, 10/100/1,000Mbps

LAN*4, 10/100/1,000Mbps

SFP*2, 100/1,000Mbps

Optional, 2*100/1,000Mbps Fiber Ports and 6*10/100Mbps Ethernet Ports

-40 ~ 60℃

0%～100%RH

5,000m

Configuration

Operating Temperature Range

Relative Humidity

Max. Operating Altitude

Environment

100V～240V, L/N (L) +PE

380V～800V, 3Ph

50/60Hz

24VDC

AC Input Voltage for Cabinet

HPLC AC Input Voltage

AC Input Frequency

Power Supply

Electrical

Bottom in & out

770*480*350mm

30kg

IP65

Wall Mounting, Rack Mounting, Pole Mounting

Mechanical

Dimensions (W*H*D)

Weight

Protection Degree

Installation Options

Mechanical

Ethernet Port
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